










4 °C
Annunciator

The °C annunciator lights up to indicate units (degrees Celsius) of the current

readout in the display window (1). The annunciator will remain lighted while ∆T
pushbutton is pressed.

5 ADD
COOLANT
Annunciator

The words ADD COOLANT light up when the coolant level in the reservoir reaches
a low limit. Add coolant whenever this message is displayed.

6 REMOTE
Annunciator

The REMOTE annunciator lights up whenever the Calorimeter is in the remote
(GPIB) operating mode. It remains lighted until local mode operation is resumed.

7 BUS ACTIVE
Annunciator

The words BUS ACTIVE flash on and off in the display window (1) when the Calo-
rimeter is servicing a GPIB processor request.

8 ADDRESS
Annunciator

The ADDRESS annunciator lights up when a GPIB address is displayed in the dis-
play window (1).

9 ON/OFF
Pushbutton

Pressing the ON/OFF pushbutton puts the calorimeter into an idle state. The dis-
play will be turned off. Pressing the ON/OFF pushbutton again returns the calorim-
eter to normal operation.

10 FLOW
Pushbutton

The FLOW pushbutton selects the flow rate parameter for display. The coolant flow
rate is displayed while the pushbutton is pressed. The “l/m” annunciator lights up
to indicate that display is in liters per minute. The display will revert to WATTS
when the pushbutton is released.

11 ∆T Pushbutton Pressing the ∆T pushbutton causes the temperature differential value to be dis-
played. The value indicates the temperature gradient of coolant passing through
the load resistor. The °C annunciator lights up to indicate that degrees Celsius is
displayed. The display will revert to WATTS when the pushbutton is released.

12 LOCAL /
ADDRESS
Pushbutton

When the Calorimeter is in the remote operating mode (GPIB operation), pressing
the LOCAL/ADDRESS pushbutton returns unit control to the front panel. The RE-
MOTE annunciator goes out to indicate when the unit is in local operating mode.

When in the local operating mode, pressing the LOCAL/ADDRESS pushbutton
causes the unit to display current address setting.

13 RF Input
Connector

The RF input connector mates with a coaxial RF power cable. The RF power ca-
ble (not provided) connects the Calorimeter with the RF power source for measure-
ment. The RF input connector is a precision 50 ohm, female, type N connector.

14 Air Filter The air filter prevents dirt and dust from entering the Calorimeter housing. The fil-
ter is easily removed for periodic cleaning.

Bird Model 6091 Calorimeter
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Key Control or Indicator Function

1 GPIB Connector A GPIB controller can remotely control the Calorimeter by transferring signals
through this connector. The connector meets the requirements found in
IEEE-488 of 1978.

2 Coolant Drain The coolant is removed through this drain. Refer to chapter 5 - Maintenance
for complete instructions on draining the coolant.

3 AC Power Receptacle The ac power for operating the Calorimeter is connected through this recep-
tacle. It will accept a standard IEC 320 style female connector, such as the
one on the power cord supplied. The receptacle is filtered to reduce the pos-
sibility of EMI.

4 Fuse Drawer The ac power line is fused to protect against short circuit fire and shock
hazards. The fuses are housed within the fuse drawer. Refer to chapter 5 -
Maintenance for complete instructions for replacing these fuses.

5 Main Power ON/OFF
Switch

The main power on/off switch turns ac power on and off to the Calorimeter
unit.

6 Address Dip Switch The address dip switch sets the address code for the Calorimeter unit when
the unit is connected to a GPIB processor. The dip switch is set to
“10011000” (binary 24) when shipped from the factory.

Equipment Startup

Perform the following steps to start up the Calorimeter:

1. Depress the rear panel main power ON/OFF switch to the on position.
The front panel display will light for about four seconds and the pump
and fan will run. After initialization the display will indicate 0.0
watts; showing that the calorimeter is in power measurement mode.

+ Note: A false power level may be displayed if coolant has just been added or the
ambient room temperature has recently changed. If either happens, allow up to
30 minutes for the system temperature to stabilize.

2. Check the front panel display. If the ADD COOLANT annunciator is
lit, immediately shut off the power ON/OFF switch and add coolant
per instructions in chapter 5 - Maintenance.

15

Operating Instructions

Figure 10

Rear Panel

Controls and

Indicators



3. Press and hold the FLOW pushbutton. Coolant flow rate will be dis-
played. Flow rate must fall between 0.284 and 0.473 liters per min-
ute. Refer to chapter 5 - Maintenance if the flow rate is outside of
these limits.

WARNING

Never attempt to connect or disconnect RF cables while RF power is on. Radiated RF is a

potential health hazard.

CAUTION

Do not apply RF power to the load without proper coolant flow. Failure to keep coolant at

proper flow rate can result in serious damage to the equipment.

4. With the Calorimeter unit running, connect the RF power source to
the RF input connector. The connecting cable should be as short as
possible. Use a high quality, 50 ohm coaxial cable such as RG 11/U.

Normal Operating Procedures

In normal operating mode all controls and indicators are used when operating the
calorimeter. RF power readings will be displayed on the front panel display window,
refer to figure 9 for identification. Coolant flow rates and temperature differential
measurements can also be displayed to assist with maintenance checks. Before oper-
ating the Calorimeter read and become familiar with the shutdown procedures in
this chapter.

CAUTION

Do not apply RF power to the load without proper coolant flow. Failure to keep coolant at

proper flow rate can result in serious damage to the equipment.

Measuring RF
Power

1. Make sure the RF power source is connected and the startup proce-
dures have been followed.

2. Turn on the RF power source. The Calorimeter will display an RF
power reading. The corresponding Watts unit of measure annunciator
lights when the power measurement is within 3% of its final value.
For large changes in power, this can take up to three minutes.

+ Note: The Calorimeter is a broad band power meter that will measure the resul-
tant power of all signal components up to 2500 MHz. Make sure to filter all un-
wanted signal components out before they reach the input connector.
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Typical response times for the Calorimeter are shown in figure 11. The first curve
shows the response time with power stepped up from 0 to 200 watts. The second
curve indicates the response when the input is stepped down from 200 to 0 watts.
The step-down response time is considerably longer than the step-up response time.
This is due to residual heat stored in the system.

Measuring Coolant
Flow Rate

The flow rate is displayed in liters per minute. The flow rate should be between 0.284
to 0.473 liters per minute. An alarm will sound if the flow rate drifts outside of this
range.

1. Press and hold the FLOW pushbutton to check the coolant flow rate.

2. Release the FLOW pushbutton to return the display to the power dis-
play mode.

Measuring
Temperature

Differential (DT)

The temperature differential is displayed in degrees Celsius. The ∆T is normally be-
tween 0.380° to 7.610°C and increases linearly with the RF power input level. An
alarm will sound if the ∆T exceeds 8.500°C. If the alarm sounds, shut down according
to the emergency shutdown procedures in this chapter.

1. Press the ∆T pushbutton to check the rise in temperature as the cool-
ant passes through the load resistor.

2. Release the ∆T pushbutton to return the display to the power display
mode.

GPIB Operation The Calorimeter is capable of remote operation via the General Purpose Interface
Bus (GPIB). Detailed information relating to bus capabilities together with program-
ming examples are detailed in Appendix A - Remote Operating Procedures.

Normal Shutdown Procedure

When power measurements are completed, shutdown the Calorimeter as follows:

CAUTION

Never turn off the Calorimeter’s main power switch while RF source power is applied to

Calorimeter input. Failure to turn off RF power source can result in major equipment

damage.

1. Turn off RF power source device.
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2. Disconnect RF power cable.

3. Allow unit to run until ∆T is less than 0.040°C.

4. Press front panel ON/OFF button.

+ Note: If the alarm sounds, check ∆T. The alarm will stop when the conditions of
step 3 above are met.

5. Turn off the rear panel main power ON/OFF switch.

Emergency Shutdown

The Calorimeter has a built in alarm that will sound during equipment emergencies.
If an emergency occurs, shut down the Calorimeter as follows:

CAUTION

Never turn off the Calorimeter’s main power switch while RF source power is applied to

Calorimeter input. Failure to turn off RF power source can result in major equipment

damage.

1. Turn off RF power source device.

2. Disconnect RF power cable.

3. If coolant flow is less than 0.284, turn off the rear panel power switch.

4. If coolant flow is above 0.284, leave the unit running until ∆T is less
than 0.040°C.

Bird Model 6091 Calorimeter
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Chapter 5

Maintenance

With basic care, the Calorimeter should provide many years of trouble free operation.
This chapter contains operator maintenance, performance testing, preventive main-
tenance, and cleaning instructions.

Performance Testing

Check for proper equipment operation using the performance test procedures in this
section. Acceptable performance is determined by comparing the test results with the
equipment specifications listed in Chapter 1 - Introduction. If the unit does not pass
the performance test, notify Bird Electronic Corporation.

Equipment Required Refer to table 3 for a listing of the test equipment required for performance testing.
The equipment parameters listed are the minimum specifications applicable to the
test equipment models other than those listed. Valid Calorimeter tests and measure-
ments are critical and depend largely on the accuracy of the test equipment used.

Test Data Sheet A test data sheet is provided on page 21. Photocopy the data sheet. Record perfor-
mance test data in the spaces provided. Maintain completed test data sheets for re-
cords of equipment performance and testing.

Performance Test
Setup

Set up the Calorimeter and test equipment by following the instructions below. Refer
to figure 12.

1. Connect the cable assembly from the Calorimeter to the ac power me-
ter.

2. Connect the power meter to the ac power source.

Calorimeter
Performance Test

Perform the calorimeter performance testing as follows:

CAUTION

Do not apply RF power to the load without proper coolant flow. Failure to keep coolant at

proper flow rate can result in serious damage to the equipment.

1. Turn power on to Calorimeter and test equipment. Allow a 30 minute
warm-up period for all electronic equipment. While the equipment is
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Equipment Type Suggested Model Critical Equipment Specifications

AC Power Source Elgar 501SL with PIP
9012

Output - 10 to 200 watts @ 50 ohms
Stability - greater than 0.1%
THD - less than 0.25%
Frequency - adjustable to 60, ±1 Hz

AC Power Meter YEW 2533 Range - 10 to 200 watts
Accuracy - 0.1%

Automatic Net-
work Analyzer

HP 8753 with 85046A ±0.2 dB accuracy for return loss
measurements

Cable Assembly Bird P/N 6091-099 Test connections as shown in figure
12

Table 3

Test

Equipment

Specifications



warming up, connect the Automatic Network Analyzer (ANA) to the
RF input connector.

2. Adjust the ANA frequency for a VSWR measurement between 300
kHz and 1000 MHz. Find and record the maximum VSWR reading in
this range.

3. Find and record the maximum VSWR reading while adjusting the
ANA frequency between 1000 and 2500 MHz.

4. Set up the ANA to measure reflection coefficient from 300 kHz to
2500 MHz frequency range. Plot the results for use during error anal-
ysis.

5. Turn off the network analyzer and disconnect it from the RF input
connector.

WARNING

HIGH VOLTAGE

Electrical shock hazard. Be careful when working near high voltage cables. Always have

someone near capable of rendering aid.

6. Hook up the AC Power Source output cable the RF input connector.

7. Adjust the AC Power Source to each of the voltages listed below. For
each voltage setting, wait for the Calorimeter to reach a stable RF
power (Watts) reading. For each voltage setting, read and record the
power indications on the Calorimeter and the AC Power Standard.

22.4, ±0.5 volts RMS, 60 Hz
35.4, ±0.7 volts RMS, 60 Hz
70.7, ±1.4 volts RMS, 60 Hz

100.0, ±2.0 volts RMS, 60 Hz

8. Adjust the AC Power Source for 0.0 volts RMS. Allow the Calorimeter
to run until the ∆T is less than 0.040°C.

9. Turn off the power to the equipment.

Bird Model 6091 Calorimeter
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MODEL 6091/6091P CALORIMETER PERFORMANCE TEST RECORD

Calorimeter Unit Serial Number:

MAXIMUM VSWR

Frequency Range Maximum

VSWR

Acceptable

Limit (max)

300 kHz to 1000 MHz 1.10

1000 MHZ to 2500 MHZ 1.25

POWER MEASUREMENT ACCURACY

Volts

RMS

Nominal

Power

Power Meter

Reading

Minimum

Acceptance

Limit1

Calorimeter

RF Power

Reading

Maximum

Acceptance

Limit2

Allowable

Error

22.4 10 watts ±3.0%

35.4 25 watts ±1.25%

70.7 100 watts ±1.25%

100.0 200 watts ±1.25%
1Subtract allowable error from power meter reading to find minimum acceptance limit.
2Add allowable error to power meter reading to find maximum acceptance limit.

COMMENTS:

Tested by: Date:



Preventive Maintenance

The preventive maintenance procedures listed and referenced in table 4 are designed
to prevent equipment failures and downtime. Perform these procedures at the recom-
mended intervals.

Bird Model 6091 Calorimeter

22

Frequency Task Procedures

Before use Check load resistor.

Check ac power cord.

Check coolant level.

Check GPIB address.

Visually inspect center conductor pin of RF in-
put connector for signs of wear or spreading.

Measure resistance between inner and outer
conductors of RF input connector. Resistance
should be 50, ±2 ohms.

Inspect for worn or broken insulation. Replace
power cord, if worn or damaged.

With the Calorimeter running, check that the
ADD COOLANT annunciator stays off. If an-
nunciator is on or flashing, fill coolant reser-
voir per the instructions in the coolant para.

With the Calorimeter running, press the LO-
CAL/ADDRESS key. The current GPIB ad-
dress will be displayed on the front panel. If
the address is incorrect, reset ADDRESS dip
switches per the instructions.

Weekly Clean exterior of the
calorimeter unit.

Clean the exterior connector and surfaces of
the unit per the Cleaning paragraph.

Monthly Clean the air filter el-
ement.

Replace the coolant.

Remove and clean the air filter element per
the instructions.

Drain coolant per the instructions. Fill the
coolant reservoir with clean coolant.

Trimonthly Test Calorimeter per-
formance.

Perform equipment performance testing per
the instructions.

Semi-
annually

Replace coolant filter.

Return unit for cali-
bration.

Remove and replace the coolant filter per the
instructions.

Package calorimeter unit per the instructions
in the Preparation for Storage and Shipment
section. Return the unit to the nearest autho-
rized service center for recalibration.

Table 4

Preventive Maintenance

Procedures



Filling the Coolant Reservoir

Fill the coolant reservoir according to the following instructions.

WARNING

Never attempt to connect or disconnect RF cables while RF power is on. Radiated RF is a

potential health hazard.

WARNING

Coolant containing ethylene glycol is a potential health hazard. Avoid ingestion, inhaling of

vapors and eye and skin contact.

CAUTION

The Calorimeter can overheat if operated without sufficient coolant. Failure to keep coolant

reservoir adequately filled can result in serious damage to the equipment.

CAUTION

Use only premixed coolant Bird part number 6091-120. Use of other solutions will damage

the instrument and void all warranties.

CAUTION

Do not apply RF power to the load without proper coolant flow. Failure to keep coolant at

proper flow rate can result in serious damage to the equipment.

The Calorimeter requires 525 ml (10 fluid ounces) of coolant. Fill the coolant reser-
voir as follows. Refer to figure 13.

1. Remove the power cord from the Calorimeter.

2. Remove the top cover from the Calorimeter case (if supplied).
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3. Unscrew the filler cap from the reservoir and install funnel. (Drain
valve must be closed).

4. Remove spigot from the service kit and thread onto the coolant con-
tainer.

5. Add coolant until the coolant level reaches the base of the filler neck.
Remove the funnel and wipe up any spilled coolant.

6. Connect the Calorimeter to the ac main power. Turn on the main
power switch to start up the fan and the coolant pump.

+ Note: An alarm may sound until the coolant reaches a sufficient flow rate.

7. The coolant level may drop after the pump has run for a few minutes.
Check and refill the coolant reservoir as needed

8. Replace the filler cap and reinstall the top cover on the instrument
case, if used.

Equipment Cleaning

Clean the Calorimeter case, RF input connector, front and rear panels, and display
window according to the following instructions.

WARNING

Do not place compressed air near or directly against skin. Do not use compressed air in

excess of 30 psi (207 kPa) when cleaning or drying parts. Improper use of compressed air

can cause serious injury or death.

RF Input Connector Use clean, dry, compressed air at 30 psig (207 kPa) maximum pressure to remove
loose dirt or metallic particles from the connector. Use a soft cotton swab dipped in a
dry cleaning agent to remove grease, oily films, or other stubborn deposits.

Instrument Case Gently remove loose dirt and grime using a soft clean cloth and warm soapy water.
Do not use paint thinner or other solvents that may damage the finish on the surface
of the instrument case.

Front and Rear
Panels

Use a clean, lint-free cleaning cloth and warm soapy water to clean all areas of the
panels except for the display window.

Display Window Clean the display window area with a nonabrasive cleaner and a soft, lint-free clean-
ing cloth.

Bird Model 6091 Calorimeter
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Air Filter Cleaning

Remove and clean the air filter element according to the following instructions. Refer
to figure 14.

1. Use the flat blade of a small screwdriver to gently pry off the air filter
cover.

2. Remove the four screws and lock washers that secure the air filter to
the front panel.

3. Scrub the air filter with hot soapy water until clean. Rinse the filter
in a stream of hot water to remove all traces of soap.

4. Reinstall the filter on the front panel using screws and lockwashers
removed in step 2.

5. Snap the air filter cover back in place on the front panel.

Drain the Coolant and Replace Coolant Filter

Remove and replace the coolant filter according to the following instructions. Refer to
figures 15 and 16.

WARNING

Coolant containing ethylene glycol is a potential health hazard. Avoid ingestion, inhaling of

vapors and eye and skin contact.

1. Shut down calorimeter unit according to the shutdown procedure.

2. Remove the four screws securing the top cover to the instrument case,
if used. Place the Calorimeter unit on a flat surface with the rear
panel extending out over the edge.

3. Place a suitable container below the drain tube. With the container in
place, remove the reservoir filler cap.

4. Open the drain valve by turning the hex counter-clockwise. Allow all
of the coolant to drain from the Calorimeter.
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5. Turn the main power switch on to pump the coolant from the instru-
ment. Turn the main power switch off when the coolant stops drain-
ing. Close the drain valve and replace the filler cap in reservoir tank.

6. Unplug the ac power cord from the wall outlet or turn the power off at
the main disconnect. Then, unplug the ac power cord from the back of
the Calorimeter.

7. Remove the front panel mounting screws and slide the Calorimeter
unit out of the instrument case or equipment rack.

8. Remove the 11 screws and lockwashers securing the top, right-hand
panel. Remove the panel.

9. The coolant filter is attached to the coolant reservoir inside the Calo-
rimeter housing. Unscrew and remove the filter bowl, while being
careful not to spill the coolant.

10.Grasp the coolant filter by the black ring and pull it out of the filter
bowl. Discard the filter.

11.Throughly rinse the filter bowl and gasket with distilled water. Re-
move the replacement filter from the service kit.

12.Install the filter and reseat the gasket in the bowl. Screw the filter
bowl (finger tight) onto the filter body. Do not over tighten. Wipe up
any spilled coolant.

Bird Model 6091 Calorimeter
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13.Install the top, right-hand panel with screws and lockwashers previ-
ously removed.

CAUTION

Use only premixed coolant Bird part number 6091-120. Use of other solutions will damage

the instrument and void all warranties.

14.Refill the coolant tank with fresh coolant per the instructions.

15.Slide the calorimeter unit into the component case or equipment rack
and secure with panel mounting screws removed earlier.

Checking Voltage Selector and Power Line Fuses

Follow the steps below and refer to figure 17.

1. Unplug the ac power cord from the power entry module.

2. Use a small flat blade screwdriver to gently pry the fuse drawer out of
the power entry module.

3. Slide the voltage selector card out of the fuse drawer. Reinsert the
card so that the correct line voltage appears in the window.

4. Check the current rating of the fuses with the requirements in table 2
on page 8. Install the correctly rated fuses in the fuse drawer.

5. Reinstall the fuse drawer in the power entry module.
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Troubleshooting

Table 5 contains troubleshooting information for problems which can occur during
normal operation. Locate the problem, review the possible cause, and perform the
corrective action listed.

Bird Model 6091 Calorimeter
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Symptom Probable Causes Corrective Action

Fan and pump will
not operate.

Blown power line fuses.

Voltage selector set to wrong voltage.

Faulty ac power cable.

Check power line fuse and replace if blown.

Reset voltage selector.

Repair or replace the cable.

Inaccurate RF
power measure-
ments.

Faulty RF power source.

Faulty RF power cable. Dirty RF in-
put or RF power cable connector.

Bent or Broken center pin in the RF
load resistor.

Low coolant level.

Coolant temperature not stable.

Unstable room temperature.

Check power source with another power meter.

Repair or replace faulty RF cable. Clean the
RF input and RF power cable connector.

Return unit to nearest authorized service cen-
ter.

Check level. If low, add coolant.

Run Calorimeter 30 minutes without RF power
input.

Stabilize room temperature to within ±5°C.

∆T greater than
8.500°C

Excessive RF input power.

Air intake obstructed.

Coolant flow rate less than 0.284 li-
ter/min.

Reduce RF power.

Clean air filter element.

Replace the coolant filter.

Coolant flow rate
too low.

Low coolant level.

Blocked coolant filter.

Pump or analog controller PC board
faulty.

Fill coolant reservoir.

Replace coolant filter.

Return unit to the nearest authorized service
center.

High load resistor
VSWR.

Dirty input connector.

Bent or broken center pin in the RF
load resistor.

Damaged load resistor.

Clean input connector.

Return unit to the nearest authorized service
center.

Check load resistor. If damaged, return unit to
the nearest authorized service center.

No response to
GPIB controller.

Loose GPIB cable connection.

Calorimeter set to wrong address.

Incompatible terminator settings.

Connect the GPIB cable.

Check current address of calorimeter unit. If
address is incorrect, change the address.

Default terminator code is a carriage return
[CR] followed by a line feed [LF]. If necessary,
change the terminator settings.

Table 5

Troubleshooting



Only those functions within the scope of normal maintenance are listed. This manual
cannot list all malfunctions that may occur, or corrective actions. If a malfunction is
not listed or is not corrected by listed corrective actions, notify a qualified service cen-
ter.

Preparation for Shipment or Storage

The following section provides the special instruction needed to prepare the instru-
ment for shipment or storage.

Storage
Requirements

The Calorimeter should be stored in a cool, dry area. Ambient temperature of the
storage area must be within °10 to 50°C (50° to 122°F). If storage period is expected
to exceed 30 days, drain coolant per the following paragraph. Package the unit per
the Packaging section to keep it free of dust and dirt, and to protect it against rough
handling.

Draining the
Coolant

Prior to storing or shipping the Calorimeter, drain the coolant according to the fol-
lowing procedure:

WARNING

Coolant containing ethylene glycol is a potential health hazard. Avoid ingestion, inhaling of

vapors and eye and skin contact.

1. Remove four screws securing the top cover to the instrument case, if
used. Refer to figure 18.

2. Place the Calorimeter unit on a flat surface with the rear panel ex-
tending out over the edge.

3. Place a suitable container below the drain tube. With the container in
place, remove the reservoir filler cap and turn the hex on the drain
valve counterclockwise to open the drain. Allow all of the coolant to
drain from the Calorimeter.
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4. Turn on the main power switch to pump coolant from the instrument.
Turn the power switch off when coolant stops draining.

5. After draining, turn the hex on the drain valve clockwise to close the
drain.

Packaging Package the Calorimeter using the original shipping container. If the original ship-
ping container is not available, use a heavy-duty, corrugated box. Place shock absorb-
ing material around all sides of the instrument to prevent movement during handling
or shipment.

Customer Service

Calibration of the Model 6091/6091P RF Power Calorimeter is beyond the scope of
these maintenance instructions. For maximum performance and accuracy, the
Calorimeter should be calibrated once every six months. Return the unit to the near-
est authorized service center for recalibration.

Any maintenance or service procedure beyond the scope of those provided in this sec-
tion should be referred to a qualified service center. Bird Electronic Corporation
maintains complete repair and calibration facilities at the following address.

Sales / Repair
Facility

U.S.A. Sales and Manufacturing

Service Group
Bird Electronic Corporation
30303 Aurora Road
Cleveland (Solon), Ohio 44139-2794
Phone: (440) 248-1200
Fax: (440) 248-5426

Sales Offices For the location of the nearest sales office, give us a call or visit our Web site at:

http://www.bird-electronic.com

Parts List

Bird Model 6091 Calorimeter
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Qty. Description Part Number

1 Calorimeter, RF power, Model 6091 - Complete 6091-001

1 *Calorimeter Subassy, RF power 6091-002-1

1 *Case, Instrument 6091-080

1 Hardware, mounting 6091-081

1 Cord Assembly, power 4421-055

1 Cable, GPIB, 2-meter 5-1317-2

1 Instruction Book 920-6091-1

1 Kit, Service 6091-097

1 Coolant 6091-120

1 Filter Cartridge 5-2054

*RF Power Calorimeter, Model 6091P does not include these items.



Appendix A

Remote Operating Procedures

The following instructions explain how to use the GPIB feature to remotely control
the calorimeter. All front panel key functions, except the display ON/OFF, can be
controlled via the GPIB. Before proceeding with the remote operating procedures
make sure you are throughly familiar with the normal operating procedures of this
equipment.

Sample GPIB program statements are included for two of the more common GPIB
controllers; National GPIB-PCII and Hewlett Packard Model 9000, Series 200/300.
The National GPIB-PC is a controller card that installs into an expansion slot of an
IBM PC/XT/AT or compatible computer. The HP 9000, Series 200/300 is a stand
alone scientific computer. In each sample statement, it is assumed that the device ad-
dress code is set to 24.

All sample statements are presented in the BASIC/BASICA programming language.
For National GPIB-PC programs, UD% is the Calorimeter unit descriptor and BRD%
is the controller card descriptor. Consult National GPIB-PCII documentation for
more information about the UD% and BRD% descriptors.

GPIB Overview The general purpose interface bus (GPIB) is a standard cable for parallel control of
electronic equipment. Up to 15 pieces of equipment can be controlled and monitored
for automated testing or data retrieval. A GPIB controller, usually a computer, is
used to take over instrument controls and retrieve measurement data.

GPIB Capabilities The Calorimeter's GPIB capabilities comply with the requirements of IEEE-488
1978, Standard Digital Interface For Programmable Instrumentation. Table 6 lists
the GPIB capabilities supported by the calorimeter.
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Function Level Supported Description

Source Handshake SH1 Complete capability

Acceptor Handshake AH1 Complete capability

Talker T6 Basic talker, serial poll
and unaddressed if MLA

Listener L4 Basic listener and unad-
dressed if MTA

Service Request SR1 Complete capability

Remote Local RL1 Complete capability

Parallel Poll PP0 No capability

Device Clear DC1 Complete capability

Device Trigger DT1 Complete capability

Controller C0 No capability

Extended Talker TE0 No capability

Extended Listener LE0 No capability

Table 6

GPIB

Capabilities



GPIB Commands

The activity on the bus is managed under the control of messages or commands. The
instruments operation is divided into two sets of function; general interface functions
and device dependent functions. General interface functions insure the instrument
responds correctly with respect to the GPIB signal lines. Device dependent functions
are used for specific instrument control, such as taking a power measurement.

General Interface
Commands

Table 7 below lists general GPIB interface commands applicable to the calorimeter.
The syntax for executing general commands varies among controllers; check the doc-
umentation supplied with your controller for the proper command structure.
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Command Syntax Function

Remote ENable REN Enables remote operation.

Go To Local GTL Enables local operation.

Local LockOut LLO Disables local operation.

InterFace Clear IFC Ends bus activity, returns
control to GPIB controller.

Device CLear DCL Resets device command
status.

Selective Device Clear SDC Clears command status of
selected devices.

Group Execute Trigger GET Starts measurement cycle
for devices set to trigger
on GET.

Serial Poll Enable SPE Send device status bytes
to controller.

Serial Poll Disable SPD Clears controller status
bytes and turns off serial
poll.

Table 7

General

Interface

Commands

Remote ENable (REN)

Function Enables remote operation.

Remarks Unit must be addressed to listen after setting REN true.

Remote annunciator lights when device is remoted.

Flow, ∆T, ON/OFF buttons are disabled.

Press LOCAL/ADDRESS button to return to local mode.

Statements National GPIB-PCII HP 200/300

V%=1 REMOTE 724

CMD$=CHR$(56)

CALL IBSRE (BRD%,V%)

CALL IBWRT (BRD%,CMD$)
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Go To Local (GTL)

Function Returns device to local operation.

Remarks Press LOCAL/ADDRESS key to manually enable local operation.

Issuing a GTL command while the device is in Local Lockout mode does not clear the
lockout condition.

Statements National GPIB-PCII HP 200/300

Call ILLOC (UD%) LOCAL 724

Local LOckout (LLO)

Function Disables local operation of all devices on the bus.

Remarks LOCAL/ADDRESS key will not function in the local lockout mode.

LLO is cleared by setting REN false.

Statements National GPIB-PCII HP 200/300

MDE$=CHR$(17) LOCAL LOCKOUT 7

CALL IBCMD (BRDO.MDE$)
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InterFace Clear (IFC)

Function Terminates all bus activity and passes control to system controller.

Remarks All devices set to talker and listener idle states.

The National card sends IFC with the first device command.

Statements National GPIB-PCII HP 200/300

CALL IBSIC (UD%) ABORT 7

Device Clear (DCL)

Function Resets the status of all devices to an initialized state.

Remarks Calorimeter returns to the default condition as listed below:

WA RF POWER MODE

YT TWO TERMINATORS (CR) (LF)

PY SEND PREFIXES

T1 TRIGGER ONE SHOT ON TALK

KY EOI ENABLED

M00 SRQ MASK OFF

Statements National GPIB-PCII HP 200/300

MDE$=CHR$(14) CLEAR 7

CALL IBCMD (BRDO%,MDE$)
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Selective Device Clear (SDC)

Function Clears the status of a selected device to an initialized state.

Remarks Only the device addressed will be cleared.

Calorimeter returns to the default condition.

Statements National GPIB-PCII HP 200/300

IBCLR (UD%) CLEAR 724

Group Execute Trigger (GET)

Function Initiates a measurement cycle for all devices previously set to trigger on GET.

Remarks Calorimeter must be set to trigger on GET.

Used to synchronize measurements of multiple instruments.

Statements National GPIB-PCII HP 200/300

CALL IBTRG (BRD%) TRIGGER 7
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Serial Polling Enable/Disable (SPE/SPD)

Function Issued by controller to enable or disable the serial poll sequence.

CAUTION

During remote operation, periodically monitor the bus service request line. Failure to

detect the service request can result in major equipment damage.

Remarks SPE command puts all devices in serial poll mode waiting to be addressed.

When addressed device issues status byte to controller.

State of bit 6 of status byte determines service requirements. (Refer to the status
byte section in this appendix.)

bit 6 = 1 service required

bit 6 = 0 no service required

Service request line not asserted for Command Error (bit 0) or Command Com-
plete (bit 3) conditions until after device is triggered.

SPD command clears status byte and ends serial poll sequence.

Statements National GPIB-PCII HP 200/300

IBRSP (UD%,SPR%) P=SPOLL(724)

Note: Decimal value of
status byte is returned
in variable SPR%.

Note: Decimal value of
Status byte is returned in
variable P.



Device Dependent
Commands

GPIB commands specific to a piece of equipment are known as device dependent com-
mands. The device dependent commands supported by the 6091/6091P Calorimeter
are listed in Table 8.

Procedures for sending the device dependent commands are provided in the Sending
Device Dependent Commands section of this Appendix.
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Category Command Function

Measurement WA* Watts

FL Flow rate

IN Input coolant temperature

OU Output coolant temperature

DT Delta coolant temperature

Terminator YT* Two terminators; [CR] [LF]

YO One terminator; [CR]

YN No terminators

EOI on/off KY* Turn on EOI signal

KN Turn off EOI signal

Prefix PY* Turn on data prefix

PN Turn off data prefix

Trigger T0 Continuous on Talk

T1* One shot on Talk

T2 Continuous on GET

T3 One shot on GET

T4 Continuous on measurement command

T5 One shot on measurement command

SRQ Mask Mxx* Mask xx (0 to 63) - default is 38

Self-Test J0 Starts self-test

Status U0 Return Machine Status word

U1 Return Error Status word

U2 Return Revision History word

Writeable Store WSxxxxxx Store 6 bytes of ASCII data in RAM

*denotes power-up default setting

Table 8

Device

Dependent

Commands

WAtts (WA)

Function Selects RF power measurement mode.

Remarks Measurement results are returned in Watts.

Statements National GPIB-PCII HP 200/300

LET CMD$="WA" OUTPUT 724; "WA"7

CALL IBWRT (UD%,CMD$)
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FLow rate (FL)

Function Selects coolant flow rate measurement mode.

Remarks Measurement results are returned in liters per minute.

Statements National GPIB-PCII HP 200/300

Let CMD$="FL" OUTPUT 724; "FL"

CALL IBWRT (UD%,CMD$)

INput temperature (IN)
OUtput temperature (OU)
Delta Temperature (DT)

Function Selects input, output or delta temperature measurement modes.

Remarks Measurement results are returned in degrees Celsius.

Input temperature is the temperature of the coolant entering the load resistor.

Output temperature is the temperature is the temperature of the coolant leaving
the load resistor.

Delta temperature is the output temperature minus the input temperature.
(DT = OU - IN)

Statements National GPIB-PCII HP 200/300

LET CMD$="DT" OUTPUT 724; "DT"

CALL IBWRT (UD%,CMD$)
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Terminators (Yx)

Function Selects the terminating characters that follow the end of data string.

Set x to:

"T" for Two terminators; a CR (carriage return) followed by a LF (line feed).

"O" for One terminator; a CR (carriage return).

"N" for No terminators. Message can be terminated by EOI.

Remarks Many controllers use the terminator sequence to recognize the end of an input
sequence. Use of an improper terminator sequence can cause the bus to hang
up.

On power up or following DCL/SDC, the default setting is for two terminators
(YT).

Statements National GPIB-PCII HP 200/300

LET CMD$="YT" OUTPUT 724; "KY"

CALL IBWRT (UD%,CMD$)

End Or Identify (EOI) mode (Kx)

Function Enables or disables End or Identify signal.

Set x to:
"Y" for enable

"N" for disable

Remarks Calorimeter assert EOI line only to indicate the end of a multiple byte data string.

On power up or following DCL/SDC, EOI is enabled.

Statements National GPIB-PCII HP 200/300

LET CMD$="KY" OUTPUT 724; "KY"

CALL IBWRT (UD%,CMD$)
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Prefixes (Px)

Function Turns the prefix mode on or off.

Set x to:

"Y" for enabling prefix messages.

"N" for suppressing prefix messages.

Remarks Prefixes indicate status of current measurement.

"N" (Normal) prefix when reading is within ±3% of final value.

"Y" (Transient prefix when reading is not stable.

On power up or after DCL/SDC, default is prefix mode on "PY".

Statements National GPIB-PCII HP 200/300

LET CMD$ = "PY" OUTPUT 724; "PY"

CALL IBWRT (UD%,CMD$)

Triggers (Tx)

Function Selects the type of stimulus on which the instrument will trigger to initiate a measure-
ment.

Set x to:

"0" for continuous on Talk.

"1" for one shot on Talk.

"2" for continuous on GET.

"3" for one shot on GET.

"4" for continuous on measurement command. (WA, FL, IN, OU or DT)

"5" for one shot on continuous measurement command. (WA, FL, IN, OU or DT)

Remarks Failure to trigger device before requesting a reading will lock up the bus.

T0 or T1 trigger. The measurement is triggered when the Calorimeter is addressed to
talk.

T1 trigger. Halts bus until reading is available.

T4 and T5 trigger. Reading is triggered only after receiving a measurement command.

On power up or following DCL/SDC, the default trigger mode is one shot measure-
ment on Talk (T1).

Statements National GPIB-PCII HP 200/300

LET CMD$="TO" OUTPUT 724; "T0"

CALL IBWRT (UD%,CMD$)
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SRQ Mask (Mxx)

Function Selectively masks status bits to prevent unwanted service requests.

32 16 8 4 2 1 Binary Value

0 0 1/0 1/0 1/0 1/0 1/0 1/0

Bit: Message:

0 Command Error

1 Flow Error

2 ∆T above 8.500°C

3 Command complete

4 Low coolant level

5 Coolant temp.
above 41.6°C

6 Can't mask

7 Not used

Remarks Valid range of xx is 0 to 63. Bit 6 (value 64) will not mask.

If status bit is masked (bit = 0), then SRQ will not be asserted.

On power up or after DCL/SDC, default is M38.

Statements National GPIB-PCII HP 200/300

LET CMD$="M04" OUTPUT 724; "M04"

CALL IBWRT (UD%,CMD$)

Self Test (J0)

Function Initiates a bus hardware and software test.

Remarks The results of self test are contained in bytes 15 and 16 of the Error Status
word.

"J0" must be issued before reading the result.

On power up or after DCL/SDC, default status of self test result is FL (fail).

Statements National GPIB-PCII HP 200/300

LET CMD$="J0" OUTPUT 724; "J0"

CALL IBWRT (UD%,CMD$)
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Status Words (Ux)

Function Read one status word and return information in character string.

Set x to:
"0" for Machine Status

"1" for Error Status

"2" for Revision History

Machine Status Word (U0) - Contents include current operating parameters. To
ensure correct status is issued, this status word should be requested as soon as
possible after command is sent. Operator may choose to record this data for re-
configuration of device to previous parameters.

Machine Status Word:

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21

- 6 0 9 1 - W A P Y Y T T 1 M 0 0 K Y CR LF

Terminators per bits 12 &
13
EIO (KY, KN)
SRQ Mask (M00 to M63)
Trigger (T1 through T5)
Terminator (YT, YO, YN)
Prefix (PY, PN)
Measurement Command
(WA, FL, IN, OU, DT)

Header
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Status Words (Ux) (Continued)

Function Error Status Word (U1) - Contents indicate validity of command or command op-
tions. Used in conjunction with bit 0 of the status byte to determine what command
condition asserted a command error. ASCII characters used to indicate command con-
dition are described as follows:

VCM - Valid device dependent command has been received by device.

ICM - Invalid device dependent command has been received, such as V2 (V is illegal).

VCO - Valid device dependent command option has been received by device.

ICO - Invalid device dependent command option has been received, such as T6 (6 is
illegal).

Error Status Word:

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19

- 6 0 9 1 - V C M Sp V C O Sp P S Sp CR LF

Terminators
Space
Self Test Results

(PS - Pass, FL - Fail)
Space
Command Option Status

(VCO - Valid, ICO - Invalid)
Space
Command Status

(VCM - Valid, ICM - Invalid)
Header
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Status Words (Ux) (Continued)

Function Revision History Word (U2) - Contents include current six bytes contained in
writeable store, hardware and software revision levels and the revision level of
the IEEE-488 standard being implemented by the Calorimeter for GPIB
programming.

If Calorimeter requires repair, supply hardware and software revision level to ser-
vice center.

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22

- 6 0 9 1 - X X X X X X Y Y Z Z 7 8 A A CR LF

Terminators
Address
IEEE-488 1978
Hardware Revision
Software Revision
Writeable Store
Header

Remarks Status word returned only once for each Ux.

Machine Status - A 19 character string containing the current command settings.

Error Status - A 17 character string that indicates valid/invalid commands and
command options as well as results from the self-test (J0).

Revision History - A 20 character string containing hardware and software revi-
sion levels, writeable store data and the current instrument address.

Statements National GPIB-PCII HP 200/300

Let CMD$="U1"
CALL IBWRT (UD%,CMD$)

OUTPUT 724; "U1"



Status Byte Format A typical status byte (binary, 8-bit string) for the Calorimeter is shown in figure 19
with a list of the associated status bit messages. When a status bit is set to one
(1=true), the condition indicated by the message is valid. When the status bit is aero
(0=false), the condition is not valid.

CAUTION

During remote operation, periodically monitor the bus service request line. Failure to detect

the service request can result in major equipment damage.
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Writeable Store (WSxxxxxx)

Function Temporary storage for six bytes of ASCII data.

Remarks All six bytes need to be sent each time.

Data stored is lost when the Calorimeter is turned off.

On power up and after DCL or SDC, storage is filled with ASCII null characters
(00 hex).

Statements National GPIB-PCII HP 200/300

Let CMD$="FL" OUTPUT 724; "FL"

CALL IBWRT (UD%,CMD$)

0 1 0 1 0 0 0 0 Shows service required due to low coolant level

Bit: Message:

0 Command error

1 Flow error

2 ∆T above 8.500°C

3 Command Complete

4 Low coolant level

5 Coolant temperature above 41.6°C

6 Require Service

7 Not Used

Figure 19

Status Byte



Sending Device
Dependent
Commands

The controller sends commands over the bus to control the Calorimeter. More than
one command can be grouped together and sent at the same time. the following ex-
amples demonstrate how to send device dependent commands. The first set of exam-
ples sends the Watts command to the Calorimeter. The second example sends the
Watts command and also turns off prefixes and sets the trigger to continuous on
Talk.

Receiving Data Measurement results are returned to the controller in a 16-bit ASCII character
string. The following demonstrate how to enter the measurement data and shows the
content and format of the character string. Measurement data is entered into string
variables, RD$.
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National GPIB-PCII HP 200/300

LET CMD$="WA" OUTPUT 724;"WA"

CALL IBWRT (UD%,CMD$)

or

LET CMD$="WAPNT0" OUTPUT 724;

CALL IBWRT (UD%,CMD$) "WAPNT0"

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

N W A Sp Sp 1 0 2 . 5 5 W Sp Sp CR LF

Terminators (CR or CR, LF)

Units (W,C, l/m)
Numeric Data
Space or "-" Sign
Space
Measurement Command
(WA, FL, IN, OU, DT)

Stable Read Indicator
(N - Normal, T- Transient)

National GPIB-PCII HP 200/300

140 RD$=SPACE$(16) 90 ENTER 724;RD$

150 CALL IBRD (UD%,RD$)



Sample Test
Programs

The following sample programs illustrate GPIB command Structure and data format
for operation of the Calorimeter in the remote mode.
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National GPIB-PCII:

10 REM INCLUDE LINES 20 THROUGH 40 (SUPPLIED WITH THE NATIONAL CONTROLLER)

20 CLEAR ,60000! : IBNIT1=60000! : IBINT2=IBINT1+3 : BLOAD "bib.m", IBINT1

30 CALL IBINIT1(IBFIND, IBTRG, IBCLR, IBPCT, IBSIC, IBLOC, IBPPC, IBBNA, IBONL, INRSC,
IBSRE, IBRSV, IBPAD, IBSAD, IBIST, IBDMA, IBEOS, IBTMO, IBEOT, IBRDF, IBWRTF, IBTRAP,
IBDEV, IBLN)

40 CALL IBINT2(IBGTS, IBCAC, IBWAIT, IBPOKE, IBWRT, IBWRTA, IBCMD, IBCMDA, IBRD, IBRDA,
IBSTOP, IBRPP, IBRSP, IBDIAG, IBXTRC, IBRDI, IBWRTI, IBRDIA, IBWRTIA, IBSTA%, IBERR%,
IBCNT%)

50 REM CLEAR SCREEN

60 CLS

70 PRINT "TYPE END TO QUIT PROGRAM"

80 REM DEFINE DEVICE AND BOARD PARAMETERS

90 BI%=0:PAD%=24;SAD%=0:TMO%=13:EOT%=1:EOS%=&H40a:BRD%=0

100 CALL IBDEV(BI%,PAD%,SAD%,TMO%,EOT%,EOS%,BRD%)

110 REM SEND INTERFACE CLEAR

120 CALL IBCLR (BRD0%)

130 REM SEND COMMAND TO DISABLE TERMINATORS

140 CMD$="YN":CALL IBWRT(BRD%,CMD$)

150 REM ENTER COMMAND STRING

160 INPUT "COMMAND STRING";CMD$

170 CMD$="END" THEN 260

180 REM WRITE COMMAND STRING TO DEVICE

190 CALL IBWRT(BRD%,CMD$)

200 REM DEFINE READ STRING AND READ DATA

210 RD$=SPACE$(36)

220 CALL IBRD(BRD%,RD$)

230 REM PRINT DATA AND LOOP TO COMMAND STRING INPUT

240 PRINT RD$

250 GOTO 160

260 END
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HP 200/300:

10 ! REMOTE THE DEVICE

20 REMOTE 724

30 ! SEND COMMAND TO DISABLE TERMINATORS

40 OUTPUT 724;"YN"

50 ! ENTER COMMAND STRING

60 PRINT "TYPE END TO QUIT PROGRAM"

70 INPUT "COMMAND=",C$

80 IF C="END" THEN 150

90 OUTPUT 724;C$

100 ! READ DATA

110 ENTER 724;V$

120 ! PRINT DATA AND LOOP TO COMMAND STRING INPUT

130 PRINT V$

140 GOTO 70

150 END
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Limited Warranty

All products manufactured by Seller are warranted to be free from defects in material and workmanship for
a period of one (1) year, unless otherwise specified, from date of shipment and to conform to applicable speci-
fications, drawings, blueprints and/or samples. Seller’s sole obligation under these warranties shall be to is-
sue credit, repair or replace any item or part thereof which is proved to be other than as warranted; no
allowance shall be made for any labor charges of Buyer for replacement of parts, adjustment or repairs, or
any other work, unless such charges are authorized in advance by Seller.

If Seller’s products are claimed to be defective in material or workmanship or not to conform to specifica-
tions, drawings, blueprints and/or samples, Seller shall, upon prompt notice thereof, either examine the
products where they are located or issue shipping instructions for return to Seller (transportation-charges
prepaid by Buyer). In the event any of our products are proved to be other than as warranted, transportation
costs (cheapest way) to and from Seller’s plant, will be borne by Seller and reimbursement or credit will be
made for amounts so expended by Buyer. Every such claim for breach of these warranties shall be deemed to
be waived by Buyer unless made in writing within ten (10) days from the date of discovery of the defect.

The above warranties shall not extend to any products or parts thereof which have been subjected to any
misuse or neglect, damaged by accident, rendered defective by reason of improper installation or by the per-
formance of repairs or alterations outside of our plant, and shall not apply to any goods or parts thereof fur-
nished by Buyer or acquired from others at Buyer’s request and/or to Buyer’s specifications. In addition,
Seller’s warranties do not extend to the failure of tubes, transistors, fuses and batteries, or to other equip-
ment and parts manufactured by others except to the extent of the original manufacturer’s warranty to
Seller.

The obligations under the foregoing warranties are limited to the precise terms thereof. These warranties
provide exclusive remedies, expressly in lieu of all other remedies including claims for special or consequen-
tial damages. SELLER NEITHER MAKES NOR ASSUMES ANY OTHER WARRANTY WHATSOEVER,
WHETHER EXPRESS, STATUTORY, OR IMPLIED, INCLUDING WARRANTIES OF MERCHANTABIL-
ITY AND FITNESS, AND NO PERSON IS AUTHORIZED TO ASSUME FOR SELLER ANY OBLIGA-
TION OR LIABILITY NOT STRICTLY IN ACCORDANCE WITH THE FOREGOING.




